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PRODUCT DATA SHEET

Product view Product information

Designation Schlauchadapter Typ 2B CSC 121

Item number  CRA14038 

Product description

Außenliegender Adapter zur Verbindung zweier Rohrsysteme für gleiche
Rohrdimensionen (DN) sowie für gleiche oder unterschiedliche Werkstoffe
und Oberflächenstrukturen; für hohe Scherkraftbelastungen geeignet;
Außendurchmesser-Differenzen von mehr als 10 mm sind mit Crassus
Ausgleichsringen auszugleichen; geräuschreduzierende Dichtlippen; für
waagerechten bzw. senkrechten Einbau geeignet; für den Einsatz
Unterputz, im Beton und Erdreich geeignet; UV- und
witterungsbeständiges Material

Technical illustration Dimensioning

A | Size range 110-121 mm

L | Length 120 mm

Specification

Pressure-tightness 2.5 bar / 36.3 PSI

Vacuum pressure tightness -0,3 bar

High-pressure flushing
resistance 120 bar

Socket wrench insert SW 8 mm

Tightening torque 6,0 Nm

Angular deviation (max.) 5,0°

Insertion depth (min.) 50 mm

Product-related standard EN 681-1, EN 16397, EN 295-4, EN 10088-2

Weight 0.612 kg

Material EPDM, Rostfreier Edelstahl V2A

Resistances

Temperaturbeständigkeit -40 / 120 °C

UV resistant ✔

Suitable for soil ✔

Flush-mounting suited ✔
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