PRODUCT DATA SHEET

Product view Product information

Designation Schlauchadapter Typ 1 CDC 056
Item number

Product description

AuBenliegender Adapter zur Verbindung zweier Rohrsysteme fiir gleiche
Rohrdimensionen (DN), sowie fir gleiche oder unterschiedliche Werkstoffe
und Oberflachenstrukturen; gerauschreduzierende Dichtlippen; fir
waagerechten bzw. senkrechten Einbau geeignet; fir den Einsatz
Unterputz, im Beton und Erdreich geeignet; UV- und
witterungsbestandiges Material; Geeignet zur Verbindung
unterschiedlichster Rohrsysteme wie z.B. Abwasser- und Drainagerohre,
Kabelschutz- und Leerrohre, Be- und Entliftungsrohre

Technical illustration Dimensioning
A | Size range 48-56 mm
L | Length 80 mm
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Pressure-tightness

0.6 bar /8.7 PSI

e Vacuum pressure tightness  -0,3 bar
Socket wrench insert SW 8 mm
Tightening torque 6,0 Nm
Angular deviation (max.) 5,0°
Insertion depth (min.) 25 mm
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H E Crassus GmbH & Co. KG

Personally liable partner
Crassus Verwaltungs GmbH
Management Lars Baier
Local court Berlin

HRB 167557 B

Product-related standard

Weight 0.142 kg

Material EPDM, Rostfreier Edelstahl V2A
Resistances

Temperaturbestandigkeit -40 /120 °C

UV resistant v

Suitable for soil v

Flush-mounting suited v
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